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Abstract: In this paper, a newalgorithm called the virtual circle tangentsis introduced for mobile robot navigation in an
environment with polygonal shape obstacles.The algorithm relies on representing the polygonal shape obstaclesby
virtual circles,and then all the possibletrajectories from sourceto target is constructed by computing the visible tangents
betweenthe robot and the virtual circle obstacles A new method for searchingthe shortestpath from sourceto target is
suggestedTwo statesof the simulation are suggestedthe first oneis the off-line state and the other is the on-line state.
The introduced method is comparedwith two other algorithms to study its performance.

Index Terms d Path planning, polygonal obstacles avoidance, randomized incremental algorithm, visible tangent graph.

|. INTRODUCTION

The fundamental thing that the robotics need to
have are algorithms to convert the human orders
to movement, these kinds of algorithmalled
path planning algorithms [1]. Path planning of
mobile robot is one of the most challenges in
robotics because it is applied in different
applications such as routing transportation,
organizing allocation of machines in factories,
controlling robots,ntelligent agents [2] and also
in military applications [3].

The concept of path planning is very simple: the
mobile robot starts from an initial position and
has final destination need to be reached.
Depending on how much information the robot is
known about the environment path planning
algorithms can be classified into two types:-off
line and online path planning algorithms. In the
off-line path planning algorithms the robot has
gl obal i nformati on
mean the robot know thedation, shape and size
of each obstacle, therefore, the robot can know if

the target can be reached or not in advance and

the shortest path can be computed. Idina path
planning algorithms, a robot gets information
about the environment from its sens during its
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movement, therefore, this robot at start point does
not know if the target can be reached or not and
the shortest path not always can be reached [4].
Many path planning algorithms have been
introduced and some of them use the principle of
the artificial potential field. In these approaches,
the obstacles generate repulsive force to the
robot, while the target has an attractive force.
This robot navigates in the environment under the
influence of these two forces so, the sum of these
two forces determine the speed and direction of
that robot [5]. The artificial potential field simple
to implement because of its simple mathematical
structure , but it is not suitable in some situations:
if the obstacle very close to the target then the
repulsiveforce become more than the attractive
force, therefore, the target cannot be reached this
problem was called goals nweeachable [6].
Also, with obstacle nearby ,when the robot,
obstacle, and target are aligned then the attractive
forcetegual to thg kepsivefaicsand the sum of ¢
forces influence the robot equal to zero which
make this robot stop [7]. Finally, when the robot
is far away from the target, the attractive force
very great which make this robot move near the
obstacles then it may collide the sthcle [8].
Traditional artificial potential field method was
improved using the waliollowing mode to
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overcone the problems mentioned abovEhe
wall-following mode overcomes the problems,
but the path length increases and there are some
cases the robofails to escape from the local
minimum [9]. Walkollowing method was
improved to overcome the problems mentioned
above and regression search algorithm was
introduced to shorten the planned path, but the
computing time still increases [10].

Other class ofpath planning methods
based on Voronoi diagram which can be
implemented either as efihe algorithm [11] or
on-line algorithm [12]. In Voronoi diagram based
algorithms the resultant path consists of line
segments which make the robot stop at each line
segnent, change its direction and continue. Such
movement causes power consumption to the
robot. In order to overcome this problem and
satisfy initial position and shortest path
conditions two Bezier curves are used [13, 14].

The graph search algorithms arsed to
determine the shortest path by other path planning
algorithms. In these algorithms, the first step is
the construction of all the possible trajectories,
then the graph search algorithm is applied to
choose the shortest path. In a case of polygonal
obstacles the graph constructed from the visible
vertices. If the line connects these two vertices do
not intersect any obstacle, then such graph is
called the visibility graph [15, 16]. The visibility
graph also can be applied to a circular
environment insuch case the vertices is the
tangents point of the obstacles and the tangents
lines are the edges [17]. The main drawback of
visibility graph based algorithms is the time
consumed searching for the shortest path and the
large memory required to store tleelges and
vertices of visibility graph. These problems can
be reduced by reducing the number of edges in
the visibility graph as in tangent. The vertices of
the tangent graph are the tangents points on
obstacle boundaries, and its edges are the
tangents b the obstacles or convex boundary
segment between the tangent points [18]. There
are many algorithms used for selecting the
shortest path, one of them the Dijkstra's
algorithm. This algorithm gives an optimum path
when it is run to reduce the visibilityaph [19].

This paper proposes a new simplified path
planning algorithm. The proposed algorithm can
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be applied in an offine and orline scenario in

an environment with polygonal shapes obstacles.
The polygonal obstacles represented by virtual
circular dostacles, after that the visible tangents
graph constructed by computing the tangents of
each collides obstacle. In order to find the
shortest path from source to target, a new shortest
path finding algorithm is suggested. The fow
level trajectory plannings implemented by using
the digital differential analyzer algorithm (DDA),
which  requires  simple  resources  for
implementation. The rest of this pap®ganized

as follow. Section lidescribe the lowevel path
planning d the mobile robot and section Igive

a comprehensive view of thEroposed algorithm.

In section IVthe proposed algorithm is compared
with two other algorithms in wo scenarios.
Finally, section Mdeals with the conclusion of the
paper.

[I. LOW LEVEL OF PATH PLANNING

This section dals with the low level of
path planning to aims the robot to follow a given
path. This path is represented by the motion of
the robot over a straight or curved lines using the
digital differential analyzer algorithm (DDA).
This algorithm is an incrementahethod and at
each step has the result that comes from the
preceding step. In DDA algorithm, the coordinate
with higher change is increased by unit step and
then the value of step in another coordinate is
computed according to the procedure of the
algorithm.

A. DDA line drawing

The DDA algorithm is faster than the
direct line equation in determining the line pixels
since it eliminates the number of multiplications
by using the raster characteristics [20]. The
calculated pixels positions may be drifting gwa
from the true line path for long line segments
because of the round off error in successive
additions of the floatingpoint increment.
Furthermore, the rounding operations and
floating-point arithmetic in procedure line DDA
are still timeconsuming. Therocedure for line
drawing in DDA algorithm starts from the line
equation:
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1)

y=m*x+b
Wherem is the slope of the line and b is the step

value.Let (x1, y1), (%, y2) be the end points of the
line shown in Fig.1

@)
©)

m=dy/dx=(giyy)/ (i X)
b=yiT mx
Depending on the value af we have two cases:

Casel(m<1)

Whenx increases marthany thendy / dx(m) is

less than one. According to Fig.1 in such case the
line is drawn using the following steps:

1. Draw the first point on the lin&, y1) and
let x=x1 andy=y;.

2. Compute the new valuesxandy using
the following equations:

X=x+1 4)
y=y+mx ()
Sincex increased by one then

y=y+m (6)

3. Draw the newpoint (X, roundg))
4.if x x4 then go to step 2

xZ,_ 2

/

>
X1, V1)

Fig.1 DDA line drawing algorithmrf < 1).
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Case 2 (m>1)

Wheny increase more thaxthendy / dx(m) is

greater than one. According to Fig.2 in such case

the line is drawn using the following steps:

1. Draw the first point on the lingq, y1) and let

X=X1 andy=y1.

2. Compute the new values kandy using the
following equations:

y=y+1 (7)

8)

X=x+1/m

3. Draw the new point (roun¢k), y)
4. ifyl y>then go to step 2

s 1)

/
/

(X1, Y1)

Fig.2 DDA line drawing algorithmrfi> 1).

The performance of the DDA algorithm can be
improved by separating the increments and

| / minto integer and fractional parts so that all
calculations are reduced to integeperations.
The increment of y byn andx by 1/m can be
done as integer operation. Since the slope equal to
the ratio of two integers isn=dy/dx then the
increment ofx by dx/dy can be done by setting
the counter to zero and increment it thy each
time anew pixelis computed. When the counter
equal to or greater thaay, then the intersection
point of x increment by one and the counter
decrease bgy[20].

B. DDA arc drawing
There are many algorithms that use the concept of
DDA arc drawing. Thesalgorithms which differ
from each other in the trigonometric
transformations have dedoed the rotation of the
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vectorin the xy plane. The rotation matrix which
is used for vector rotation is described as follows:
By using equations 9 and 10, we can catep
bothxn+1 andyn+1as shown in Fig. 3.

x+1=Rsind + od)
= R sin d cos o@d + R
=xnc0s @si r egd

yav1= R cos(d + od)
= R cos d cos opd + R
=ynCc 0 S -xgdi n od

By makingA8 = £ =2"" whered is an integer
(usuallyd O 3)
Xn+1 = XnC O S

i A W (11)

Yn+1=YnC OS i A X 12)

These two equations can be expressed in a matrix

called rotation matriA.
cosg —sine
a=[3 ) 13)
sine coss
y A
; s Vi)
_)n _____________ ;
i
1 %
220 B SRR S p— (Xn+1, Yn+1)
1 I
1
j l
R 1 1
© /o L
1 I
! |
: : L X
Xn  Xp+l -

Fig.3 The rotation of vectoR in thex-y plane.

One of the simplest methods used for drawing an
arc in computer graphics, computer controlled
printing and automated control is the fast exact
DDA algorithm [21]. DDA algorithms use

simpler expressions in order to eliminate the
expensive  computation of  trigonometric
functions. All DDA algorithms give rotation

matrix determinant approximately equal to one.
The algorithm which gives determinant closer to
one is the morecxurate.

Two steps DDA algorithm called fast exact DDA
algorithm gives maximum accuracy in circle
interpolation, although it is simple as one step
DbAsalgdritheniamd cgmdbe implemented using
shift and rotate operations [22]. This(a@gprithm
assumes the foll@ing initial conditions:

sin d sin od
X =R (10)
(14)
Yo=0
and
x1=R (1-4?)%°
(15)
yi= R A
WhereR=2m

Then Xn+2 and yn+2 shown in Fig.4 are computed
as follow:

Xn+2 = Xn T 2 A Yy
(16)
Y2 =Yn+  2paN X
Y 4
},}772 ______________ (x"¢2, y)1+2)
yn"‘l ——————————— \ (xn+1, yn+1)
5
Vi fecomessimones (¢n, Vn)
s .

Xn+2  Xn+l Xp

Fig.4 The generation of three subsequent points along the
circle.
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Il . THE VIRTUAL CIRCLE TANGENTS Randomly permute the vertices in any polygon
ALGORITHM shape yielding the following sequent&< vy,

This section describes a new algorithm called v, w>. Then call the function MinCircle(V).
virtual circle tangents that is used to search for

the shortest path from source to target in the MinCircle(V)

environment with several polygonal shape

obstacles. The tangents graph is constructed by 1-LetC, be hie minimum circle enclosing
drawing tangents from source to visible vertices  {y;, v}

on polygon obstacles, This process requires

complex mathematical computation and consume  2.Fori = 3 to |V| do

time, so for simply we repsent each polygonal If v, €C,_, then

obstacle by a virtual circle using the randomized C,=C_,

incremental algorithm [23]. Now, a tree of Else

tangent paths from source to target through the € =MinCircleWithOnePointBoundary
virtual circular obstacles are drawn, and one of (Vivz,.i-11, V:)

these paths is chosen as the shortest path. Th

virtual circle tangents algorithm can be applied MinCircleWit hOnePointBoundary(V,q)
either in the ofline scenario that dependent on

the sensing range of robots or in the-lofe 1-Randomly permute the points in V. L& be the
scenario. minimum circle enclosing§q, W}

A.The randomized incremental algorithm
Path planning with polygon shape obstacles has 2- Fori =2 to |V|do

some complexjt in determining the shortest path If v; €C,_; then

to target especially, when we used the tangent C.=C._4

paths with these obstacles. In this case, we need Else

to know the coordinates of the visible vertices in € =MinCircleWithTwoPointsBoundary
polygons that attach the tangent paths. For (Viz.i-1,  @Vi)

simplicity, we assume that @a polygonal shape

obstacle is surrounding by a virtual circle with all ~ MinCircleWithTwoPointBoundary(V, q1,qz)
its vertices inside this circle. This process is done

by using the randomized incremental algorithm.  1-Randomly permute the points in V. L&} be the
This algorithm determines the smallest enclosing  minimum circle enclosing g1, G}

circle that surrounding the veréis of a given

polygon. The key ¢@ints of Randomized

IncrementalAlgorithm are: 2-Fori=1to |V|do

A Randomi zed: use a r anfavoant,_jotieder t o add t he
points. C.,=C._4

A |l ncr ement al constructHglse n: add the points o
by one and maintain the solution so far. C; = Circle(q1.92.v;)

Assume that the obstacle nsists of n vertices

and the smallest enclosing circle either has at All the polygonal obstacles in the environment
least three points on its boundary or it has two have been converted to a circular shape idioé
points which form the diameter of the circle. If path planning scenariowhere the robot has
there are three points then they subdivide the complete knowledge about the environmga].

circle into arcs of an angle at mosthe Fig.5 shows a polygonal shape obstacle with six
randomized incremental algorithm IS vertices and the smallest enclosing circle of that
implemented according to the following obstacle.

procedure:

225



Iraq J. Electrical and Electronic Engineering
Vol.12 No.2, 2016

"6¢i®™BRASTPERAR B B *
2016 i2 ©20iR>» 23 &

u) Randomized incremental algorithm CHICEL X )

Draw polygon
obstacle

Randomized
incremental algonthm

(@)

s Randomized incremental algorithm

Draw polygon
obstacle

Randomized
incremental algorithm

(b)
Fig. 5 The polygon shape obstacle with six vertices.
(a) Beforeusing the randomized incremental algorithm.
(b) After using the randomized incremental algorithm.

B- Visible tangents graph construction

The visible tangents graph is constructed by
drawing a straight line from the robot source
position to the targetf this path passes through
any obstacle in the environment then we
considered it as a not safe path and must be
replaced by two possible paths to the colliding
obstacle. These paths are results from drawing
two tangent lines from robot source position to
the virtual circle that represents the colliding
obstacle. The distance length from the source
point to each tangent point on the virtual obstacle
must be computed and new paths from these
tangent points to target must be drawn. If any
new path is not safand has a collision with
another obstacle then this path must be replaced

by two tangents and the process is repeated until
reach to the target. As a result, a visible tangents
graph consist of several paths from source to
target with their distances wasbtained. The
shortest path from source to target is chosen from
these paths to be a safe path for the robot to reach
the target without any collision. The proposed
algorithm can be described by the following
steps.

Stepl: detecting the location, radius,
direction, and velocity of robofPs(Xs, ¥s), rs, ds,
Vs),and the target locatiofiPg(xg, Yg))-

Step 2: represent each polygbnshape
obstacle by virtual circle using the randomized
incremental algorithm. The radius of each virtual
circle must be increased by the radius of the robot
to producea safe path to that robot.

Step 3: calculate a direct robot path from
source to goal. This path has two sub paths: a
curve path, necessary to direct the differential
drive robot in the direction of the goal, and a
straight line which is the tangemné between the
circular path of the robot and the goal position, as
shown in Fig. 6

l

Virtual Circle Tangents
Aigorithm

C -
=" @

Fig.6 The standard robot path from start point to the goal.

Step 4. check if the robot path has an
intersection with any obstacle. The intersection
occurs bewnveen the robot and any polygdn
obstacle when the distance between the standard
trajectory and the virtual circle centaf the
obstacle is smaller thatie radius of the virtual
circle.

Step 5: if there is an intersection, then draw
the inrer and outer tangent lines from the arc path
of the robot to the virtual circle. The procedures
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used in construction the outer and inner tangent
lines are as follows:

A. Outer tangent lines
Fig.7 is used to indicates the two outer tangent
lines with their far end pointspa(x3,ya),pa(Xa,ya),
Ps(Xs,Y5),Ps(Xe,Ye). The pointspo(Xo, Yo) and ps(xs,
Ys) represent the center points of the virtual circle
of obstacle and the circular trajectory of robot and
also, R, and Rs are the radiuses of both circles
respectivly. In order to find the four end points
of the outer tangent lines, firstly we draw third
circle with the same center point of the virtual
circle and has radiuR such that:

R=Ro-Rs

17)

% Outer Tangents

outer
Tangents

Fig.7 Drawing the outer tangent lines.

Then draw the tangent lines from the external
point ps(Xs, Ys) to the third circle and compute the
tangent pointp; andpz as shown in Fig. 8.

&2 Extenal pointTangents — |

External point [
Tangents
(l

Fig.8 Tangency points from external point.

Since eachangent line drawn from external point
is perpendicular to the radid thenL computes
as follow:

L=vD?—R? (18)
Where
D= (x.—x,)*+ (v.— ¥,)* (19)

p. and p2 represent the intersectiompoints
between two circles as shown in Fig.9. The first
one has a center pointgdwith radius equal t&R
and the other circle has a center poinpatith
radius equal td.

o3 Intersection of wo dircles il i

Intersection
points

Fig.9 The intersection points of two circles.
According to Fig.9 we fouththat
D=a+b (20)

The length of the perpendicular line h between
line D and the intersection poipkis computed as
follows:

h?=L271 b? (21)
And also

h?=R?7 a2 (22)
So that

L2T b>=R?1 a2 (23)
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By substituting @ = D — b in equation 23:

*-g*+p*
aD

b= (24)

Similarly:

_ R*-I*+p*

(29)

Now the coordinate axis of pz point can be
computed. The process of comping the
coordinate axis of ps point becomes easy as
shown in Fig. 9.

xy =+ 2N (26)

vy =y — R (27)
Then _

Xs=x,+ “::'I: ¥zl (28)

¥ =0 — i) (29)

The same procedure can be used to compute
the coordinate axis of both pointg: and ps.

B-Inner tangent lines
The inner tangent lines with their four end points
Pa(x3, Y3), Pa(xs, Ya), Ps(Xs, ys) and pe(Xs, Ye)
shown in Fig. 10. Theprocedure used to
computes the coordinate axis of these points is
similar to the procedure used by the outer tangent
lines but the difference is that the radius of the
third circle is the sum of the radiuses of the other
two circles as shown in Fig.10. Aaling to this
figure, the coordinate axis of the inner tangent
point ps is computes by using equation 30 and
equation 31.

Ap (¥2-¥s)

: (30)

.r5:.r:_

_ Ry (xg—x;)
=T

(31)

The same procedure can be used to compute the
coordinate axis of botpointsp: andps.
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Fig.10Drawing the inner tangent lines.

Step 6: In order to complete the visible
tangents graph and compute the shortest path the
paths set divided into two parts upper paths set
and lower paths set. The upper paths dtarm
the source through the inner tangent line to the
first collide obstacle and continue to process any
obstacles intersects the robot trajectory to target.
The lower paths set start from the source to the
target and pass through the outer tangent line to
the first collide obstacle.

Step7: The construction of the upper paths
set passes through several steps to reach the
target. At each step, the robot must manipulate an
obstacle in his trajectory by drawing to paths, The
first one is an arc pattdrawn around the virtual
circle of that obstacle and the other one is the
tangent straight line which may be inner or outer
tangent. The lengths of these paths must be
computed. Fig. 11 shows the complete upper
paths set from source to target.

gerts Agrtben =

Virtual Circle Tangents
Agorithm

Fig.11 Complete set of upper paths.
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Step 8: The upper paths set has several paths
start from source and reach to the target. The
length of each path is computed in the last step.
The shortest one can be chosen to be the short
path to the upper paths set whiindicates by
magenta color in Fig. 12.

C =
O

Fig.12 The shortest path of the upper paths set.

Step 9: The process used to compute the
lower paths set is similar to that used by the upper
paths set but it starts from the outer tangent line
of the first cdlide obstacle. Fig.13 shows the
complete lower paths set with the upper paths set.
Also, the lengths of each arc and straight line
paths at each step must be computed.

Virtual Circle Tangents
Agorithm
| :
\
Source.

/\

S g

Fig.13 The complete set of lower paths set.

Stepl0: At last step, the length ofcha
lower path from source to target is computed. The
shortest one of these paths is chosen to be the
shortest lower path from source to target as
shown in Fig. 14 with green color.

Stepll: Fig. 14 shows both the shortest
path of the upper paths set (matgenolor), and
the lower paths set (green color). Compute the

shortest path from these two paths to be the
shortest path to the visible tangents graph. The
shortest path in visible tangents graph is shown in
Fig. 15.

2]

Fig.15.The shortest path of the visible tangents graph.

C- On-line path planning scenario
The virtual circle tangents algorithm is designed
to work in offline and odine path planning
scenarios. The offine path planning means that
the robot has a global knowledge of the
environment and there is not any limitation on the
sensing range of the robot as we described in the
previous section.
The online path planning scenario means that the
robot has a limited sensing range that leads to
limited knowledge about the polyganobstacles
in the environment. Thad s ntleea robmot
knows the locations of the start point and target
point and also, the polygahobstacles within the
sensing range of this robot. The procedure used
for online pah planning can be described by the
following steps:

Step 1. According to the location of the
source, location of the target and the current
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orientation of the robot construct a direct path
from source to target.

Step 2: When the robot detect that there is
a new obstacle in its sensing range, then this
range is increased by value equal to the
diameter of the largest obstacle in the
environment. This process is done to enable the
robot to view all the vertices of that obstacle in
order to calculate the vural circular obstacle for
the polygonal obstacle using the randomized
incremental algorithm.

Step 3: Outer and inner tangent lines are
drawn from current location of the robot to the
virtual circle of the sensed obstacle. The robot
completes the paths frowirtual circle to target
by drawing another tangent between the virtual
circle and target.

Step 4: The robot computes the lengths of
two paths from the current location of the robot to
the target through the inner and outer tangents
and then it is choosqn the shortest one to
completeits movement to the target.

Step 5: When the robot detects another
obstacle then it repeats steps 2, 3 and 4 until reach
to the target.

IV. SIMUIATION RESULTS

The virtual circle tangents algorithm has
been ésted in windows operating system and
implemented with the visual basic language.
Differential drive mobile robot was assumed in
our simulations. The proposed algorithm tested in
on-line and offline scenarios in different
environments with a different nurer, size, and
shapes of polygonal obstacles. Two path planning
algorithms are used for comparison: Misg
algorithm [24] and Tangent but algorithm [25].
The first algorithm has two motion modes: the
movement toward the goal mode and obstacle
border linefollowing mode. In the first mode, the
robot moves toward the target until hitting an
obstacle and then changes its motion to border
line-following mode. During this mode, the robot
computes the distance to the target and return to
the target motion mode hen the distance
decreases. The Tangdnig algorithm has the
same modes of operations of Vis$ (Target
motion mode and obstacle border Hiodowing
mode). The main differee between the Tangent
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but and VisRig is that the Tangent but use the
local da& in the local tangent graph to compute
the shortest path. The local tangent graph is
enclosing the obstacles within the sensing range
of the robot. During motion toward Target mode,
the robot follows the trajectory calculated in the
local tangent graph. fifough the obstacle border
line-following mode the robot checks for exits
this mode and return to the motion toward the
target mode. The two algorithms have global
information represented by the target position and
local information represented by the dcides,
however when the sensing range of the robot
increase the local information become global
information. The virtual circle tangents algorithm
introduced in this paper use graph like
TangentBug algorithm but it differs in the way
used for computing thgraph which gives benefit
when the target information is limited.

The online scenario is discussed in the
first simulation by using a robot with limited
sensors range. Different conditions were
discussed such as the obstacle shapes, their
numbers, theidimension, and the sensing range
of the robots. A scenario with 20 obstacles of
different shapes and dimension is simulated.
Several snapshots on the same scenario are
implemented on the trajectories generated by the
three differat algorithms as shown iRig.16:18.

The robot speed was assumed to be 100 pixels/s
and the sensing range of robot is 100 pixel and
increase to 220 pixels when a new obstacle is
detected. The increasing in the sensing range of
the robot is related to the diameter of the largest
obgacle in the environment. From this simulation
results, we found that the virtual circle tangents
algorithm provides the shortest path while the
VisBug algorithm provides the longest path.

For more comparison, this scenario is
repeated for obstacles numbange from 0 to 40
increasing by 5. For each value of the obstacle
numbers, we take about 20 distributed that
arranged randomly and the mean value of the
distance between source and goal have been
calculated for each algorithm and indicated in
Fig.19. Fom these simulations, we found that the
introduced algorithm give better performance
than the two other algorithms for different
obstacles number.
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Source

(c)

Fig.16 On-line trajectory planning usingisBug algorithm at different steps :(a) The robot initial positionT¢® robot detect
an obstacle; (c)The robot return to its standard trajectory; (d) The complete path.

(c)

Fig.17 Ortline trajectory planning using TangentBug algorithm at different steps :(a) The robot initial position; (b) The robot
detect an obstacle ; (c) The robot return to its standaettoay; (d) The complete path

The effect of changing the target location has
been studied in an environment with 40 obstacles
differs in shape and dimensiorkive random
target locations were chosen and the results are
summarized in Tlale 1 We notice hat for all the
five target locations the virtual circle tangents
algorithm has the best performance. The
trajectories produced by the three algorithms are
indicated in Fig. 20.

The third set of the simulations studies the effect
of changing the sensingnge on the path length.
This smulation was done on the environment
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(d)

with 40 obstacles have different shapad
dimension. 20 different realizations have been
implemented for each value of the sensing radius
of the robots and at each realization a différen
distribution of obstacles has been taken into
account. An example of the paths produced by the
three different algorithms in one of the
realizations is shown in Fig.21. The mean value
of the distance between source and goal in the 20
realizations have lem calculated and indicated
that the virtual circle tangents algorithm has the
best performancas shownn Fig.22
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(c) (d)
Fig.18 Ontline trajectory planning using Virtual circle tangents algorithm at different times :(a) The robot initial position; (b)
The robot detect an obstacle ; (c)The robot retwiits standard trajectory; (d) The complete path.
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V.CONCLUSION
In this paper, an algorithm called virtual circle
tangents for path planning of mobile robot in an
WO e -+ —+—— envionment with different number and size of
polygonal shape obstacles was introduced. The
introduced algorithm was applied in-ine and off
- i line scenarios. The paper explains the-lewel and
—=—VisBug high-level path planning in details. The first part
give a compehensive view on the lovevel path
planning represented by the digital differential
o 5 10 15 2 25 30 35 4 analyzer for line and arc drawing. The digital
differential analyzer algorithm have an advantage of
simplicity and uses only integer calculation,
Fig.19 The performance comparison of the virtual circletherefore, reduce the reiged resources. The other
tangents algorithm with two other algorithms for differentpart focus on the graph building and searching for
number of obstacles in dme scenario. the shortest path. The illustration of both levels of
the introduced algorithm shows that it requires
Tab_le 1 Performance compari_son_of mne_scenario in simple resources for implementation in the
environment has 40 obstacles with different sizes and repeatﬁ%rdware system. The introducedlgaithm

with five different target locations. . . . . .
g described in details and the simulation result

Mean value of distance (pixels)

TangentBug

Number of obstacles

Source e Vs | TageEniEve| Vhioa compared with two other graph based path planning

location location | algorithm | algorithm circle algorithms. The three algorithms compared in on
tlangirf:ts line and offline scenarios. The main simulation
algorithm . .

(190.590)| (730.550) 617 55 =53 [)eSttJIt sf}ows that Fhe IllnttrhOdU(':ed la:gorlthm lr;ast hthte

(190590) | (1250,200) | 1342 1218 1163 SI ger orrlpance 'g a o € simulation r%s.’fl:c S ta

(190,500)| (1140.140)| 1215 1150 1103 include orline and offline scenarios, differen

values of the robot sensing radius, different number
(190,590)|  (660,90) | 1183 743 714 and different sizes of obstacles. Also, the virtual
(190,590)| (250,250) 464 436 387

circle tangents algorithm has a good performance

with respect to the other algorithms in term of
computation time.
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(b) (b)

(©) (c)

Fig.20 The performance comparison for five different targ&tid-21Study the effect of changing the robot sensing radius on the
locations in odine scenario with 40 obstacles have differefifajectory planning performances: (a) VisBug algorithm (b)
sizes: (a) VisBug algithm (b) TangentBug algorithm; (c)TangentBug algorithm (c) Virtual circle tangeatgorithm.

Virtual circle tangents algorithm.
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